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FANTASY SERIES DC Inverter CDU

DC Inverter Condensing Units
Fantasy Series  Air Cooled R410A MT

Application Scenarios

 No need for machine room, integrated and split optional

 DC Inverter compressor + Fan, wide adjustable cooling 
capacity 
30~100rps for compressor speed 
0~100% for Fan speed

 Low noise units, 10dBA noise reduction compared with FS 

 Small fluctuation

 Large condensing coil with subcooling, ensure high 
temperature operation

 Cost optimization vs traditional scroll rack + V-type 
condenser

 Wide application field, working temperature range 
OAT: -30 ~48°C

Customer Value

LT  16 HP  
MT 20 HP/25 HP
380V/3ph/50~60Hz
Optional: integrated or split

Model
OAT 

°C

CAP-Q
POW-P 
P (kW)

Evaporating Temperature °C

-10 -7 -5 0

Min Max Min Max Min Max Min Max

18HP

27
Q 29.9 40.2 33.3 44.5 35.7 47.6 42.2 56.0

P 10.8 16.2 11.0 16.6 11.1 17.0 11.6 17.9

32
Q 28.2 37.9 31.4 42.1 33.7 45.1 40.0 53.0

P 11.8 17.6 12.1 18.1 12.2 18.4 12.7 19.4

38
Q 26.2 35.3 29.2 39.2 31.4 42.0 37.2 49.4

P 13.3 19.5 13.5 20.0 13.7 20.3 14.2 21.2

43
Q 24.5 33.0 27.3 36.7 29.4 39.3 34.9 46.3

P 14.6 21.2 14.8 21.7 15.0 22.0 15.5 22.9

21HP

27
Q 34.1 43.9 38.0 48.7 40.7 52.0 48.0 61.1

P 12.4 18.0 12.8 18.6 13.0 19.0 13.8 20.3

32
Q 32.2 41.5 35.9 46.0 38.5 49.2 45.5 57.8

P 13.7 19.6 14.0 20.2 14.3 20.7 15.0 21.9

38
Q 29.9 38.5 33.3 42.8 35.8 45.8 42.3 53.9

P 15.3 21.7 15.7 22.3 16.0 22.8 16.7 24.0

43
Q 27.9 36.0 31.1 40.0 33.4 42.8 39.7 50.5

P 16.8 23.6 17.2 24.3 17.5 24.7 18.2 25.9

27HP

27
Q 43.9 57.3 48.7 63.4 52.2 67.8 61.5 79.4

P 15.8 23.0 16.1 23.6 16.4 24.1 17.0 25.3

32
Q 41.4 54.1 46.0 59.9 49.3 64.0 58.2 75.1

P 17.5 25.2 17.8 25.8 18.1 26.3 18.7 27.5

38
Q 38.3 50.1 42.7 55.6 45.8 59.5 54.1 69.8

P 19.8 28.1 20.1 28.7 20.3 29.1 20.9 30.4

43
Q 35.7 46.8 39.9 51.9 42.8 55.5 50.7 65.3

P 21.8 30.6 22.1 31.2 22.3 31.7 23.0 32.9

35HP

27
Q 56.9 76.9 63.2 85.2 67.7 91.0 79.9 106.5

P 20.7 30.4 21.0 31.3 21.2 31.9 21.9 33.6

32
Q 53.8 72.8 59.8 80.6 64.1 86.1 75.7 101.0

P 22.7 33.2 23.1 34.1 23.3 34.7 24.0 36.4

38
Q 49.9 67.7 55.6 75.0 59.7 80.2 70.6 94.1

P 25.5 36.8 25.8 37.7 26.0 38.3 26.7 40.0

43
Q 46.7 63.3 52.1 70.3 55.9 75.2 66.2 88.3

P 27.9 40.0 28.3 40.9 28.5 41.5 29.2 43.1

46HP

27
Q 73.8 92.9 81.9 102.9 87.7 109.9 103.3 128.7

P 27.9 37.7 28.5 38.9 29.0 39.7 30.2 42.0

32
Q 69.8 87.9 77.5 97.4 83.0 104.0 97.8 121.9

P 30.4 40.9 31.0 42.1 31.4 42.9 32.7 45.1

38
Q 64.8 81.8 72.1 90.6 77.3 96.9 91.2 113.6

P 33.7 45.1 34.3 46.2 34.7 47.0 35.9 49.2

43
Q 60.6 76.5 67.5 84.9 72.4 90.7 85.5 106.5

P 36.6 48.9 37.2 50.0 37.7 50.8 38.9 52.9

Performance Parameters (18-46HP)

* This technical parameter is a range of selection parameters, not the actual operating range.

MT Electrical/Medical/Food cold room
Area:  100m2~500m2

Cold room Temp.:  -7°C ~ 20°C
OAT:  -30°C ~ 48°C

S-store /C-store /supermarket
Area:  1000m2~5000m2

Cabinet Temp.:  -1°C ~ 10°C
OAT:  -30°C ~ 48°C


