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Mendos A Series Multidecks/  
Rectangular End Multidecks  

BENEFITS AT A GLANCE - 
MULTIDECKS

 Storage amount +25%

 Display area +10%

 Energy consumption -10%

 All-new 6th generation multideck, featuring a 
simple and atmospheric design with a strong 
sense of transparency for enhanced shopping 
visibility

 Extensive product lineup

 Front air curtain increases shelf width for 
larger storage capacity

 -
duces energy consumption for better energy 

 Optional transparent side panels & pull-out 
shelf

BENEFITS AT A GLANCE -  
MULTIDECKS

Mendos A Series Open Multidecks

NOMENCLATURE

Mendos  LU  D  250  CA

CA: Standard, 2000mm
L:  Height increased, 2270mm

375  3700mm
250 2500mm
210 2100mm
188 1875mm
170 1700mm
125 1250mm
9E: 90-degree exterior angle
9I: 90-degree interior angle

D: Dairy case
M: Beef case
LU: Depth - 1055mm
EU: Depth - 855mm
XU: Depth - 755mm
Mendos

Mendos A Series Rectangular End Multidecks

 Strong sense of transparency for enhanced shop-
ping visibility

 E6 platform, tower-shaped design, circular dis-
play to enhance customer shopping experience

 Wide range of cabinet models, compatible with 
various Mendos Monaxis straight multidecks, 

-
ment

BENEFITS AT A GLANCE -  
RECTANGULAR END MULTIDECKS

 Storage amount +5%

 Display area +20%

 Energy consumption -5%

BENEFITS AT A GLANCE -  
RECTANGULAR END MULTIDECKS

DIMENSION DRAWING

Standard Model

1055 (Depth)   
2m (Height)

 (Shelf depth - 500) 

855 (Depth)   
2m (Height)

(Shelf depth - 400)

750 (Depth)   
2m (Height)

(Shelf depth - 350)

LU  
(Depth - 1055)

2000/2270 (Height)

EU (Depth - 855)
2000/2270  

(Height)

XU (755)
2000/2270  

 (Height)

Mendos LU D/M Mendos EU D/M Mendos XU D/M Mendos LU D Mendos EU D Mendos XU D

125/188/210/250/375 
CA

125/188/210/250/375 
CA

125/188/250/375 CA 9EA/9I A/
9E-L/9I-L

9EA/9I A/
9E-L/9I-L 156/156-L

Dimensions (Width) 1250/1875/2100/
2500/3750

1250/1875/2100/
2500/3750

1250/1875/
2500/3750 1380/1580 1380 1560

Dimensions 
(Depth) 1055 855 755 1380/1580 1380 755

Dimensions 
(Height) 2000 2000/2270 2000/2270 2000/2200

Operation  
Temperature ( ) -1~7/-1~5 4~12

Temperature Grade 3 M2/3 M1 3 S

Rated Voltage (V) 220V

Rated Frequency 
(Hz) 50Hz

Net Weight (kg) 245/340/375/440/645 230/300/320/410/600 220/310/395/580 250/380/310/430 240/230/290/255 180/220

Display Area (m2) 2.50/3.75/4.20/
5.00/7.50

2.37/3.23/3.56/
4.75/7.12

2.34/3.50/
4.67/7.01

3.08/1.96/
3.46/2.22

2.84/2.18/
3.12/2.44 2.80/3.14

Effective Volume 
(m3) 1.14/1.71/1.91/2.28/3.42 0.89/1.21/1.34/1.78/2.68 0.77/1.15/1.54/2.31 0.92/0.88/1.14/1.13 0.96/0.82/1.16/0.96 0.56/0.62

Level (EEL) Grade 2 /


